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Product Data Sheet  |  E Glass Fibre Rope

Description
E Glass fibre filled rope, over-braided with a continuous filament E Glass yarn. The braiding yarn contains
a Thermoplastic bonding agent which bonds the over-braid around the core.

Technical Data

Product Identification Reference

Standard Diameters

Other Diameters

Tolerance on nominal Diameters

Availablility

Lead Times

Standard manufacturing quantity (m)

Weight per 30 metre coil

Thermal Conductivity (W/mK)

GFR1

12.5, 15, 20, 25, 30, 40, 50

8, 10

± 10

Standard diameters - ex stock, 
Other diameters - manufactured to order

Confirmed at time of enquiry

300

Rope Diameter (mm)  Weight (kg) ± 10%
 

0.055 - 0.065 (25 mm diameter)

 

 8
 10

 12.5
 15

 20
 25
 30
 40
 50

 

 0.43
 0.68
 0.83
 1.02
 1.73

 2.03
 3.11

 5.14
 6.70
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N.B.  Unless otherwise stated, all values quoted are nominal measurements. The information contained in this Data Sheet is 
believed to be true at the time of production. Any statements contained or inferred to within the expression of opinion are 
presented without guarantee. It is up to the user to determine the suitability of use, or potential patent infringement for specific 
applications.


