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Product Data Sheet | SKV1200, Silica Cloth

Description

SKV1200 Silica Cloth is a heavy duty fabric woven by high SiO2 content fibreglass yarn with specially
formulated acid treatment. It is suitable for continuous use at 2000°F (1100°C), and able to withstand short
term exposure up to 2550°F (1400°C). Additional polyurethane coating or vermiculite coating will enhance
the fabrics unmatched abrasion resistance and tensile strength.

Application

This product is ideal for heat preservation material, firefighting equipment such as fire curtains and
fireproof garments. Very good in dust collection and filtration equipment where special material is needed
to withstand high temperature gas, and in filtering high temperature liquid metal.

Technical Data

Weave 12HS Satin Testing Method
Width 93cm 36.2inch ASTM D 3774
100 cm 39.4 inch -
SiO2 Content =96% -
Linear Shrinkage (1000C 30min) <6% -
Area Shrinkage (1000C 30min) 12% -
Colour Golden -
Thickness 1.35+ 0.1 mm 0.053 inch ASTM D 1777
Treatment Hydrochloric acid treatment -
Total Weight 1100 g/m? 33.40Z/YD? ASTM D 3776
Thread Count Warp 20 percm 51perinch ASTM D 3775
Weft 15 per cm 38 perinch ASTM D 3775
Tensile Strength Warp =800 ASTM D 5053
N/Inch Weft =600 ASTM D 5035
Service Temperature Up to 1100° C -
Melting Point Up to 1800° C -

N.B. Unless otherwise stated, all values quoted are nominal measurements. The information contained in this Data Sheet is believed to be true at the
time of production. Any statements contained or inferred to within the expression of opinion are presented without guarantee. It is up to the user to
determine the suitability of use, or potential patent infringement for specific applications.
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