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Description
95% Silica needlefelt. Binder free.

Applications
.

Product Identification Reference

Colour

Features & Benefits

Weight  

Thickness

Temperature Ratings

Specifications

Available Roll Dimensions
Roll width
Roll length

Availability

SNU2000

White

Heat resistant, non-combustible, flexible & easy to cut to shape

2000 g/m²

12 mm

1000°C 

Construction meets MIL-I-24244

920-1000 cm
20 m

Stock item
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Compostion SiO2-95%±1 AI2O3-3.5%±0.5

Width
cm

100

100

100

100

100

92

Temperature
Resistance°C

1000

1000

1000

1000

1000

1000

Binding

None

None

None

None

None

None

Thickness
mm

4±1

6±1

8±1

10±2

12±2

26±2

Weight
G/m²

600±10

900±10

1300±10

1600±10

2000±10

4500±10

Product
Reference

SNU600

SNU900

SNU1300

SNU1600

SNU2000

SNU4500

Roll
Length m

50

30

30

20

20

10

All grades non-combustible to DIN4102.

N.B.  Unless otherwise stated, all values quoted are nominal measurements. The information contained in this Data Sheet is believed to be true at 
the time of production. Any statements contained or inferred to within the expression of opinion are presented without guarantee. It is up to the 
user to determine the suitability of use, or potential patent infringement for specific applications.
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